DC12038-02 4

SIZE :

120x1 20x38mm (4. 724 72" 1.50M
CONSTRUCTION :

@ Die-cost aluminurm housing

@ Gloss fiber reinforced plastic:

Impeller are UL 94%-0 rating

OPERATING TEMPERATURE :
Ball bearing - 30°C to +75°C
Seeve bearing - 10°C to +70°C
INSULATION RESISTANCE :
T0meg Chm min, at $00 VDO
(batween frame and terminal)
DIELECTRIC STRENGTH :
SrmA max. af 500 VAC 60Hz one minute
{(between frame and terminal}
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FUNCTION :
frequency generator signal option
WEIGHT :
50 grams
Specm Cﬂﬂﬂ'nﬁ Specifications are subject to change without notice
RATED O%AT&G RATED ?‘#;Eu? - MAX, AlR MAX. AIR NORSE
MODEL NO, BEARING  VOLTAGE RANGE CURRENT POWER FLOW PRESSURE
vDC V A W E.F.M, mPmin CFM mmHz0 IN Hz0 dB=A,
BP1203812M-02 Ball
"SP1203812M-02  Sleeve 12 10.2-13.8 0.22 2,64 2500 1.9 66,8 3.9 0.2 40
BP1203812H -02 Ball
12 10.2-13.8 032 184 000 1.8 85.0 549 0.6 46

SP1203812H-02  Sleeve

BP1203824L -02 Ball
"SP1203824L -02 S| 24 20.4-27.6 0,09 216 2000 1.6 56.6 31 0.1 36

BP1203624M-02  Ball

SP1203824M-02  Sleeve 24 20.4-27.6 0.14 3.38 2500 19 BE.8 3.9 0.2 40
BP1203824H -02 Bal
“SP1203824H-02  Sleeve 24 20.4-27.6 0.18 4.32 3000 24 85.0 5.9 0.2 46
BP1203848M-02 Bal
SP1203848M02  Slesve 48 40.8-55.2 012 380 2500 19 B6.8 349 0.2 40
BP1203848H -02 Bal
'SP1203848H-02  Sleeve 48 40.8-55.2 013 6.24 3000 2.4 85.0 5.4 0.2 46
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Mouser Electronics

Authorized Distributor

Click to View Pricing, Inventory, Delivery & Lifecycle Information:

Bi-Sonic:
SP1203812M-02 SP1203824L-02 BP1203824H-02 SP1203824H-02 SP1203848M-02 SP1203812H-02
SP1203824M-02 BP1203824L-02 BP1203824M-02 BP1203848M-02 BP1203812M-02 BP1203812H-02



http://www.mouser.com/
http://www.mouser.com/access/?pn=SP1203812M-02
http://www.mouser.com/access/?pn=SP1203824L-02
http://www.mouser.com/access/?pn=BP1203824H-02
http://www.mouser.com/access/?pn=SP1203824H-02
http://www.mouser.com/access/?pn=SP1203848M-02
http://www.mouser.com/access/?pn=SP1203812H-02
http://www.mouser.com/access/?pn=SP1203824M-02
http://www.mouser.com/access/?pn=BP1203824L-02
http://www.mouser.com/access/?pn=BP1203824M-02
http://www.mouser.com/access/?pn=BP1203848M-02
http://www.mouser.com/access/?pn=BP1203812M-02
http://www.mouser.com/access/?pn=BP1203812H-02

